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CHARACTERISTICS 

DESCRIPTION: 1 SMA Туре male connector

Electrical data: 

lmpedance: 50ohm 

Frequency range: DC to 12.4 GHz 

VSWR: 

lnsertion loss: 

lnsulation resistance: 

< 1.15 + 0.03 Х f [GHz] 

< 0.20 Xj f[GHz] dB 

>5000МО.

Test voltage: 

Working voltage: 

Contact resistance: 

1 ). Centre contact: 

2). Outer conductor: 

1000 Vrms 

500 Vrms 

З.ОтО. 

2.ОтО. 

Power handling (at 20 °[, sea level, VSWR 1.0) < 200 w@ 2 GHz; 

RF-leakage > 100 dB ир to 1 GHz

- Limitations are possiЬ/e due to the used саЬ/е type -

Environmental data: 

Т emperature rating: 

2002/95/ЕС (RoHS ): 

Mechanical data: 

Mating cycles: 

Coupling nut retention 

Coupling test torque: 

Recommended torque: 

SuitaЬ/e саЬ/еs: 

- 65 ° С to + 165 ° С

Compliant

>500

> 270N

< 1.1 Nm

0.46 Nm to О. 69 Nm 

RG58/U,RG303/U,LMR195 
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